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																							Expected Results

Kettles
Inner surfaces									Cleaner 
Heating elements								Cleaner
Note:boiled water left in kettle will still be at risk of scaling.

Showers
Shower Heads									Cleaner
Spray Jets									Straighter
Pipe Work									Cleaner
Tiled Surfaces									Cleaner

Toilets
Basins										Cleaner
Taps										Cleaner
Pedestals									Cleaner

Hot Water Boilers
Inner Surfaces									Cleaner	
Heating Elements								Cleaner
Maintenance Down time							Reduced

Cold Water Storage Tanks
Inner Surfaces									Cleaner
Ball Valve Mechanisms							Cleaner

General Plumbing
Pipe Diameters								fuller
Corrosion Factors								Reduced
Water Flow									Improved
Water Condition								Improved

Please note the above visible observations should be within 2 -4 weeks of fitting.

Please note any reduction in chemicals being used.

Please note labour for cleaning time reduced.

Please note repairs and replacements being reduced.

Please note extended life on equipment.

For commercial clients in addition note improvement in PH balance
Take note of existing scale within pumps and access point such as filters being reduced

Take note of more efficient cooling with the treated water.

Take note of reduced fuel bills compare if possible and isolated prior to fitting with after fitting and allowance to be made of cost changes in fuel.

Take notice of inspection requirements lengthening between check once improvements have been noted and checked.

Take note of any waste pipe improvements once treated water has passed through the system and is on exit to waste pipes.

Remember there may be more scale showing in the initial stages of treatment.

The powder that is left will fall in sumps where easier to clean out than in pumps if on a circulation system and simply go to waste on a supply on demand system.

